
  

 XL-1S FOR SALEXL-1S FOR SALE
               Original Kit

# Zoom Lens 16x XL 5.5-88 mm IS
# BP-930 Battery Pack
# CA-910 Compact Power Adapter
# DC-900 DC Coupler
# SS-1000 Shoulder Strap
# WL-D32000 Wireless Controller
# SP-100 Shoulder Pad
# S-150 S-video Cable
# STV-150 Stereo Video Cable
# Lens Hood



  

EF Adapter
The optional EF Adapter 
fits onto the XL1S allowing 
use of Canon EOS EF 
lenses for quality imaging.

MA-200 Microphone 
Adapter/Shoulder Pad
(4 XLR inputs, BNC video 
in/out)
Allows you to use a 
microphone that has XLR 
connectors with the XL1S 
and to have the video 
signal in BNC connector, 
plus makes shoulder-
mounted shooting 
possible. In addition, you 
can attach a wireless 
microphone receiver or 
hold the separately 
available CH-910 Dual 
Battery Charger/Holder. 
Unlike the MA-100, you 
can use up to 4 XLR 
microphones 
simultaneously with the 
MA-200.



  

BP-945 Lithium-Ion Battery Pack
An optional accessory for the 
XL1S, the BP-945 can deliver over 
two hours of recording time using 
the color viewfinder.

MM-XL1S
This Mini-mount will provide a true 
foundation presence for high 
quality audio recording, effectively 
eliminating zoom motor drone and 
gear tap noise. The Mini-mount is a 
universal and modular type that 
enables you to instantly switch to 
any other mic -- up to 30mm in 
diameter.

EQ-XL1
Equalizer will provide wind 
noise protection to 40+mph 
with no db loss (dialogue) in the 
mid range with a fully balanced 
frequency response curve.



  

14X Full Manual Zoom Lens XL
Adapted from Canon's line of world renowned broadcast TV lenses, the 
XL 14X Full Manual Zoom Lens was designed to expand on the XL1 and 
XL1-s capabilities. Conforming to Canon's exclusive XL lens mount 
specifications, the video lens electronically communicates with the 
camera body. Unlike other commercial lenses which render specific 
camera features inoperable, Canon's 14X lens exchanges data with the 
camera body, permitting the use of functions that include AE Shift, Auto 
White Balance, Exposure Lock and Slow Shutter Speeds. Suppressing 
chromatic aberration often found in high magnification lenses of inferior 
quality, Canon applied low dispersion glass that maintains the highest 
quality in color, clarity and contrast throughout the full zoom range. The 
lens also offers a focal length of 5.7 - 80mm, f/1.6 - a 35mm film camera 
focal length equivalent of 41 to 577mm - and achieves high resolution. 
In addition to distance, zoom and aperture lens markings, the lens 
provides manually controlled features that include Zoom, Focus and Iris. 

Canon 14x Manual Lens



  

Kata Rain Cover
This KATA Rain Cover is tailored to fit the Canon 
XL-1S, effectively protecting it against rain and dust. It 
is made from a waterproof material with crystal clear 
vinyl panels on the camera's control side. Easy to use 
in a hurry, the cover slips quickly over the camera and 
is secured by drawstrings around the lens sleeve, 
microphone sleeve, and viewfinder sleeve. It is 
designed for efficiency down to the smallest detail and 
has been successfully tested under severe weather 
conditions.

CB-910 Car Battery Adapter
The CB-910 powers the 
camera or charges the battery 
by plugging into a car's 
cigarette lighter socket.



  

DVM-CL Digital Video Head 
Cleaning Cassette
This is used to clean the video head 
for a digital video camcorder.

Well over $11,000.00 of camera and accessories.
Asking $4000.00 Firm.

Under 40 hours of tape on main camera kit and 
less on all accessories.

Both lenses have no glass scratches and all 
equipment is in excellent shape. 

A circular polarizer & UV filters with the 16X full y 
auto lens and a UV & ND8 filter with the 14X 

manual lens.  
Serious Inquiries only,

E-mail:   info@nu-sun.com  Phone: 204-224-5348


